
Polyurethane isolation and construction foam with (H)CFC – free 
propellant. Ideal for professional use. Controlled measures with 
V-PU GUN application gun. Adheres to a variety of materials such 
as metal, wood, stone, concrete and many synthetic materials such 
as polyester, polystyrene foam, PVC and rigid polyurethane foam. 
Resistant to cold, heat and ageing, but not to UV rays. Temperature 
resistance of cured foam ranges from -40ºC  to +90ºC. Can be used 
to fill joints, gaps and openings in walls or floors under construction 
and between walls and ceilings, for fixing and insulating windows 
and doorframes, loose tiles, boards, etc., filling of joints. 

    •    Very good adhesion
    •    Excellent resistance to cold, heat and ageing 

COLOURS
Available in yellow.
 
PACKAGING

Yellow 750 mL with adapter for guns

SURFACE PREPARATION 
Surfaces must be clean, free from grease, dust and loose material.
If necessary, moisten the surface with a water sprayer to aid                          
expansion and curing of foam. 
Protect eyes and wear gloves and working clothes. 
Tapestry, floor covering and furniture to be covered with paper or 
plastic foil. 

APPLICATION
Shake well before use. Remove the protection cap and screw the 
tube on the V-PU GUN application gun. Open the valve and use 
the foam immediately. Ideal processing temperature is +20ºC.            
Press trigger until you ensure that the gun is full of foam. Use ad-
justment screw to control the outflow. Polyurethane foam cures 
by atmospheric humidity. Only half fill the space with foam. After 
60 minutes the foam becomes 2 or 3 times the original volume. 
Fresh foam can be removed directly with acetone. After curing the 
surplus of the foam can be removed with a knife or spatula and the 
foam surface can be worked off.
Skin over time is 8-12 minutes and cutting time 40-80 minutes in 
conditions 23ºC and 55% relative humidity. Curing time is 5 – 24 
hours depending on atmospheric conditions. Can be cut after 1 hour 
and can be plastered or painted over after 24 hours.

IMPORTANT: Always store gun with a tube of foam 
attached to ensure that the entire system is enclosed. 
Always remove the tube carefully. If necessary, tap 
with a nylon hammer against the adapter, before 
unscrewing the tube. Then smear vaseline onto the 
adapter.
For tube replacement, shake the new tube vigourously. 
Unscrew the empty tube, replace and use immediately 
to ensure that there is no air left in the gun. Secure 
the trigger after use. Do not attempt “do it yourself” 
repairs.

TECHNICAL CHARASTERISTICS

Density 20-25 Kg / L

STORAGE 
The product is frost resistant until -15ºC during          
transport. Store cool, dry and upright between 5ºC 
and 25ºC. For expiry date see bottom can.

SAFETY ADVICE
Read label before use. For further instructions -         
precautions see Material Safety Data Sheet.
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